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Torque Characters

Power connector

1.Allowable axial load and allowable moment load indicated in the spec. sheet are the

maximum allowable load when each load is independently activated. Please make
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Specifications
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Encoder cable

[tems Unit |Specifications
Rated torque | N'm 150
Max. torgue N'm 300
Rated current A 15
Rated rotation speed| MPS 2
Rated output W 1884

Nm‘qﬂe%e‘éte 1 o tDem”S, —— Encoder type | Optical absolute (single-turn)
Nameplate 7 T UL Motor Sseeg‘g‘ No7 The signal output | Serial communication
Nameplate 3 | Encoder type. Resulution Interpolation unit |Built—in motor
Nameplate 4 Encoder software Detection pulse | PPr | 6,815,744
_ : Electrical detection resolution| arc second 0.191
Pog?’m Comego’mp(‘]”‘ Oi?‘ngemgz‘”o( Allowable moment load | N :m 315 .
X = Allowable axial load | kN 14.5 e
% vV Black Radial runout (No load) | mm 0.05
é - W Black Axial runout (No load) | mm 0.05
round [Green/Yellow intertia | kg m?
NANABOSH CCECTERIC Wi G, 6 Rotor moment of intertia | Kg 0.142
_ _ Mass kg 32
NET—244—AdM - - " :
Magnetic pole detection | Absolute position detection

Al

Un-used PINS: A4, AS, B4, BS

B4 | N.C.|] B8 FG
Housing : JZTDPM-TOV=KY (JST)
Contact : SJ2M-002GF—M1.0N (JST)

Encoder conneclor pin assignment Power source | ACV ‘3—phqge 200V
Typing side | -Ein_|Signall Pin Signal Paired servo driver 2.2kW
B|—=B8 é] ggg ég H:g: Duty type - FCpntinuou's(SU
A2 +5V | A6 [Reserved|me2 [Mounting attitude | —  MHuiord ity
B2 | GND | B6 |Reserved|t2 |Protection class| IP 40
B3 TSI BT o [fogecnerore 2 8~49
umidity (Non—condensin A ~
a8 A% NG} AB | FC Vibrot%on resistoncqe G 1

Withstand voltage

AC 1500V for 1 min. only

Insulation resistance

Q

| T00M or higher

¢ The life of bearing and runout accuracy are different by load condition.
%* Please make sure to consult with us if the mounting is other than horizontal attitude.

sure to consult us in case of combined load at the axial load, radial load, and

moment load to be activated, or life of the motor.
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2.Please do not wire the pin (A6~B7) which is reserved for encoder manufacturer to

avoid the encoder troubles.

3.Special model motor, please refer to the special model drawing.
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